CBL3660,%2 36mm,slotless
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FaHL 2% Motor datas CBL3660-1207 CBL3660-2407
1 Xt % Pole pairs 1 1
2 1% Number of phase 3 3
3 FE/K Hall H H
#i5E U N4kl Values at nominal voltage
4 % FiJk Nominal voltage \Y, 12 24
5 43434 No load speed RPM 7200 7200
6“4k i No load current mA 470 120
7 Hie i Nominal speed RPM 6370 6660
8 i % ki Nominal torque mN.m 49.5 43.5
9 #iE H i Nominal current A 3.63 1. 50
10 fg K HH 2% Max.output w 80. 92 109. 33
11 45 Stall torque mN.m 429.3 580. 0
12 ¥ H Stall current A 27.91 18. 46
13 15 K% Max.efficiency % 75.7 84.5
AL EC Characteristics
14 Af1[A] 1 Pl Terminal resistance ohm 0.43 1.3
15 Afi[A] /& Terminal inductance mH
16 i £ Torque constant mN.m/A 15. 65 31.62
17 JHi5)#43 4 Back-EMF constant V/krpm 1.64 3.31
18 /4 % Speeditorque gradient rpm/mN.m 17 12
19 PUBEIH [ # %% Mechanical time constant ms 3.4 2.5
20 %45t i Rotor intertia gem? 19.5 19.5
1 K 2% Specifications T4kt [ Operating Range
o FLVFh i f4k AT AL gg([)gpm] 30Watt Recommended
o i rifi KF100Mohm (££500VDC) operating range
o LKL B4 (<130 T) 6000 Continuous operating
o B aEg v 4000 Short term operation
o IZATFABEIL 0°C~60 °C
o At -20 °C~100 °C 2000
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PavERCE Modular system

Planetary Gearhead 15"{— L

@36mm
3-30Nm
Planetary Gearhead E{— -4
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CBL3660,436mm




